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System and method for storing and retrieving performance and topology ... 
US Pat. 5963943 - Filed May 28, 1996 ■ MCI Communication Corporation 
The topology data loader 316 begins executing at step 1302 and immediately goes 
... In step 1304, the topology data loader 316 connects to the ODB DE 



[application] Resolving partial media topologies 

US Pat. 10796505 - Filed Mar 8, 2004 - 

4, at operation 410 the topology loader receives a partial topology, eg, ... At 

operation 415 the topology loader 232 populates working FIFO queue of ... 
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[application] Managing topology changes in media applications 
US Pat. 10796503 -Filed Mar 8, 2004- 
4B, the topology loader 232 will first reference the decoder table by source 
node ... [0203] Similarly, the topology loader 232 may also maintain a table of 



[application] Media foundation topology application programming interface 
US Pat. 10692639 - Filed Oct 24, 2003 - Microsoft Corporation 
1 0 user and used by topology loader 250. The command is used to set a ... is set 
by a user and used by both topology loader 250 and media session 240 to set ... 



[application] Media foundation topology 

US Pat. 10608868 - Filed Jun 27, 2003 - Microsoft Corporation 

[0055] The topology descriptor which can be set by a user allows interaction ... 

and a topology loader component coupled to the media session component, ... 



[application] Frame-accurate editing methods and systems 

US Pat. 10836824 - Filed Apr 30, 2004 - Microsoft Corporation 

[0074] Now, given the partial topology described above, a component known as a 

topology loader takes the partial topology and produces from it, ... 



[application] Media foundation media processor 

US Pat. 10603328 - Filed Jun 25, 2003 - Microsoft Corporation 

Media processor 220 can be controlled directly by a media processing session, 

and used in conjunction with topology loader 250. The media processing session 



[application] Media timeline processing infrastructure 

US Pat. 11 109291 - Filed Apr 19, 2005 - Microsoft Corporation 

For example, the obtained topology may be a partial topology that is resolved 

into a full topology by the topology loader 232 of FIG. 2. ... 

[application] Media processing methods, systems and application program interfaces 
US Pat. 10730401 -Filed Dec 8, 2003- 

The topology loader is used to determine which transforms, such as transforms 
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210 that are necessary or desirable to provide the data from the media ... 

[application] DV metadata extraction 
US Pat. 10676979 -Filed Oct 1,2003 

[0036] Components of control component layer 208 include media processor 234, 
basic editor 218, basic encoder 220, media session 222, topology loader 224, ... 

fr. Stay up to date on these results using the patents RSS feed on topology loader . 
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